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GENERAL INFORMATION

1. Type of roller blind systems

o Summary of the different types

DIAZ EASY

- standard system

- diameter of tube: @ 50

- rounded brackets

- metal brackets with PVC cover

- available in 14 modern colours

- special cover on the brackets for covering the screws
- options: = Easy Deco Concept

DIAZ SMART

- diameter of tube: @ 50, @ 65 and & 80
- rounded brackets
- metal brackets with PVC cover or metal cover
- available in 10 modern colours ;
- special cover on the brackets for covering the screws
- options; - cassette system (rounded and squared)
* guidance
« coupling
« dim-out blind system (rounded and squared)
« day and night system
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GENERAL INFORMATION -2

1. Types of system
1.1 EASY ELECTRO 220V (standard)
dimensions : colours (brackets and accessories) possible motorisation
puc B0 Metal ook ) « Switch 220V
@f% = white = champagne Diaz
.,_,5/ « beige o it Somfy Sonesse
6 o « light grsy * chrome » Remote control 220V
& P o dark grey o gold Diaz
%% 7 < sandbinwi < s Somfy Sonesse
= moccabrown * copper | + Remote control 12V
P » chocolate brown Diaz remote control
€ o black Possible option(s)
cover for screws - Easy Deco Concept
@50
1.2 EASY ELECTRO 12V BATTERY .
dimensions colours (brackets and accessories) possible motorisation
pvc Metal look B3 :
. » Remote control
o white » champagne Somfy remote control
« beige s:arkon Diaz remote control
» light grey « chrome
= dark grey = gold
 sand brown e brass
« mocca brown ® COpper
» chocolate brown
« black Possible option(s)
cover for screws - Easy Deco Concept
@38
EASY DECO WINGS
dimensions Easy Deco Wings

B

90 mm

@38
@ 50

The Deco Wings are available in white (RAL 9016}, grey (RAL 7004) & black (RAL 9005).

EASY DECO PROFILE 3

dimensions

Easy Deco Profile

G5 mm

@38
@50

The Deco Wings are available in white (RAL 9016), grey (RAL 7004) & black (RAL 8005).

& maximum width = 300cm
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EASY DECO CASSETTE K3

dimensions Easy Deco Cassette

@38
@50

The Deco Cassette is available in white (RAL 9018}, grey (RAL 7004) & black {(RAL 3005).

& maximum width = 300cm

1.3 SMART ELECTRO 220V
dimensions colours (brackets and accessories)
peci: Metal B3 ;
« white « white
= beige » champagne
« light grey o silver
« anthracite grey  carbon
cover for screws
o dark brown
@50 black
possible motorisation
= Switch 220V
B Possible option(s) Diaz
2
M $-oi . Diaz Silent
Iy \\ \.\ - cassette system Somfy Sonesse
&\ \ - guidance
| Q\ - coupling « Remote control 220V
L N cover for screws - dim-out blind system Diaz
‘ - day and night system Diaz Silent
@ 65and @ 80 Somfy Sonesse
CASSETTE SYSTEM ROUNDED KO CASSETTE SYSTEM SQUARED
@50 / e @50

Cassettes are available in white and alu. ' o . @65and @80

Cassettes are available in white and alu. @
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GENERAL INFORMATION

GUIDANCE

\\

quidance with rounded cassette sytem @ 50 quidance with squared cassette sytem @ 50

DIM-OUT BLIND SYSTEM

guidance with rounded cassette sytem @ 50

%/’l/,c

height of hem bar = 3,5 cm

S —

guidance with squared cassette sytem @ 50
On the day
1.8m H
A )
Sem
—
In the day
3.3cm s
/"}, (—E
TR S—
height of hem bar = 3,5 cm 5cm
= >

When using this system the hem bar does not disappear compleiely in the cassette. Take into account a total height of 13,5 cm. :
Please consider this info when the blind system is used on a window that should open and close.

ELECTRIC COUPLING SINGLE OPERATOR / DOUBLE OPERATOR DAY AND NIGHT SYSTEM

with brackets @ 50, @ 65 and @ 80

only Smart PVC

Day and night system is available in white and grey.
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2. General information and finishing

e Measurement

H Finished width ¢

_ Wwidth of the fabric

Finished width = total width -1cm

GENERAL INFORN

1 e

VIATION

(measure the width above and at the bottom - take the smallest sizel)

Finished height = total height
(measure the height at the left and the right side — take the smallest size!)

/N When choosing a smart dim-out blind, we suggest -2 mm from finished width and height

Difference width of fabric and finished width: see page 7

» Rolling direction

) o ) o window — window
- Standard we deliver a roller blind with a normal rolling direction,
it means that the fabric is the nearest to the glass.
- The contra rolling direction is also possible, - inside - - outside - - inside - - outside -
but has to be clearly indicated on the order form.
normal rolling reverse-rolling
e Hem bar D
In our range we have 4 types of hem bars:
packet hem bar (standard) fabric covered hem bar trendy visible hem bar visible hem bar extra heavy
alu anodised 20 x 6 not possible with screen fabrics white RAL 9016 white RAL 9016
grey RAL 7004 grey RAL 7004
cream RAL 9010 cream RAL 9010
black RAL 9005 black RAL 9005

3cem I

with surcharge

356m I

with surcharge

35cm I

with surcharge

Possible hem bars with guidance SMART:

fabric covered hem bar

visible hem bar extra heavy

with surcharge

with surcharge
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e Seams

Finishing of a roller blind smaller than the width of the roll: always without seams regardless the height of the roller blind.
Finishing of a roller blind larger than the width of the roll:

- The height is smaller than the width of the roll; the fabric is turned and is finished without seams.

- The height is larger than the width of the roll: the finishing will happen with a horizontal stitched seam.

A Attention: By turning the fabric there is a greater chance that the sides of the fabric will be more convex.
This means that the fabric will be less tight.

REMARKS
You can find the width of the rolls on the samples of the roller blind fabrics.

'

The seams are always stitched horizontally and as high as possible on the roller blind.

Other roller blinds with the same height but a smaller width can also be provided with a seam when indicated on the order form.

We would definitely advise against turning the fabric or using seams! Our experience tells us that this is a negative effect upon the hanging
behaviour of the fabric.

Differences between finished sizes and fabric

SINGLE . COUPLED
H H A B.C D
I | =} ) ) o ! H
' - | | side operation l side opposite to the operation side |
L fabic ] | fabric ™1 fabric L
A = side operation / B = side opposite to the operation side SINGLE COMMANDE
SYSTEM total A B SYSTEM total total A B c 0

(A+B) C+D)
SMART @ 50,@65and @80 | =41mm | £33mm | +29mm | £12mm | +18mm | + 15mm

EASY 12V battery @ 38 +40mm | £21mm | +£19mm

EASYELECTRO @50 | +62mm | =40mm | +22mm
DOUBLE COMMANDE

SYSTEM

total | total
(A+B) €+D)

SMART @ 50,@65and @80 | +38mm | =41mm | £29mm | =9mm | =12mm | + 29 mm

SYSTEM total A B
SMARTELECTRO@ 50 | +44mm | +£29mm | =15mm
SMARTELECTRO@ 65 | +44mm | £29mm | +15mm

| SARTELECTRO@80 | +44mm | =29mm | =15mm

e Minimum dimensions

System Easy @ 50 Easy @ 38 Smart @ 50 Smart @ 65 and @ 80
Motor min. width min. width min. width min. width

Diaz switch 220V 55cm - 55 cm 56 cm

Diaz remote control 220V o 67 cni - 67 cm 70 cm

Diaz remote control 12V 74cm 55 cm 74 cm 77 cm

Somiy switch 220V 57 cm ! s7em | 70em
Somfy remote control 220V 60 cm - 60 cm 75¢m

Somfy remote control 12V - 55 ¢cm
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GENERAL INFORMATION

o Maximum dimensions

EASY Dimensions are given in ¢m.
TRANSPARANT O TRANSLUCENT O BLACK-OUT @ / SCREEN
width height m? width height m? width height m?
@ 38 batt. 260 300 6 240 300 5 220 250 4
@ 50 340 400 10 320 350 9 300 300 7

Easy Deco Profile / Cassette = max 300 cm witdh!

SMART
TRANSPARANT O TRANSLUCENT BLACK-OUT @ / SCREEN
width height m?2 width height m? width height m?
@ 50 340 400 12 320 350 10 300 350 8
@65 390 420 14 370 420 12 360 420 10
@ 80 420 450 16 420 450 15 400 450" 13
Smart cassette = max 450 cm width ** The max. height for roller blind with cassette is 420 cm

SMART COUPLED SINGLE OPERATOR / DOUBLE OPERATOR

TRANSPARANT O TRANSLUCENT O BLACK-OUT @ / SCREEN
width height m? width height m? width height m?
@ 50 570 400 25 540 350 22 510 350 20
@ 65 660 420 25 630 420 22 610 420 20
@ 80 700 450 25 680 450 22 660 450" 20
Warning: 1 part may never be larger then a singular roller blind. **The max. height for roller blind with cassette is 420 cm
Smart cassette = max 450 cm width
Not possible with 12V battery motor
SMART DIM-QUT BLIND SYSTEM
TRANSPARANT © TRANSLUCENT (B BLACK-OUT @ / SCREEN
width height m? width height m? width height m2
@ 50 320 350 10 290 350 8 270 350 6

Not possible with 12V battery motor

REMARKS
- The roller blinds with fabric covered hem bar are limited to a width of 380 cm!

- The above mentioned maximum sizes are just an indicator. We cannot guarantee that roller blinds that fall within these limitations,
always have a perfect hanging behaviour. The fact that the tube lightly is curved and/or that a light V is formed in the fabric, are
characteristic for these large sizes.

- There's no warranty on roller blinds of which the height is 3x bigger than the width of the system.

With these kind of sizes, there's a big chance that the fabric rolls into the brackets and by consequence the fabric is likely to unravel.

- We would definitely advise against turning the fabric or using seams!

Our experience tells us that this is a negative effect upon the hanging behaviour of the fabric.

* maximum surface with 12V battery motor:

Transparant = 8 m?
Translucent = 7 m?
Black-out / Screen = 6 m?
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