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IELLES VERTICALES




: BUDGETRAIL / RAIL BUDGET

€ wit/blanc / white

@ aluminium

3 LUXERAIL / RAIL LUXE

1 | @ wit/blanc / white
i
|

@ creme/cream

€ aluminium

@) steengrijs / gris de pierre / stone grey

@ antracietgrijs

(® zwartbruin / brun-noir / black brown

/ gris anthracite / anthracite




K): BALLASTPLATEN MET KETTING / PLAQUETTES DE LESTAGE AVEC CHAINETTE
/ SLAT WEIGHT WITH BOTTOM CHAIN

verkrijgbaar in = kleuren
disponible en = couleurs
available in = colours

0 . OSSE BALLASTPLATEN / PLAQUETTES DE LESTAGE SANS CHAINETTE
[ SLAT WEIGHT WITHOUT BOTTOM bHA!N

) INGESTIKTE BALLASTPLAT EN/PLAQUETTES DE LESTAGE COUSUS
[ STITCHED SLAT WEIGHTS




1. Measurement

» Mounting in the window opening

—

N

A

Finished width = total width -1 cm
(measure the width above and at the bottom — take the smallest size)

Finished height = total height -1 cm (slats till the tablet)
-2 cm (slats till the floor)
(measure the height at the left and the right side — take the smallest size)

 Mounting outside the window opening

m—

A

Inthis case the blind must be larger and higher than the opening of the window (the mounting must eventually happen

with wall brackets). Please always indicate the finished sizes, considering a sufficient overlap in the width and the
height.

interior sunprotection - vertical blinds



GENERAL INFORMATION

2. Rails
» Budgetrail
coLours PROFILE
white (RAL 9003) —»  Standard delivered with white cord & chain o
Aluminium —  Standard delivered with grey cord & chain
\ 25mm
!
| A
45mm
« Luxerail
PROFILE CoLOURS I CORD AND CHAIN coLouRs i) PROFILE
white (RAL 9003) — white
ST IR—AT e K
cream (RAL 9001) — white [ \\
| |
I
i
aluminium B light grey l_J _J | 27mm
| ViR
ligh A /| |
stone grey (RAL 7030) —p ight grey N\ < |1
e o, =57 |y
anthracite grey (RAL 7016) —> dark grey A5
black brown RAL 8022) — chocolate brown The luxerail has a window cleaning function built in!
Luxerail is also available with operation rod.Operation rods available at different heights 75cm, 105cm & 135cm, only white.
& Packet L+R and in the middle is not possible!
[€| Surcharge Luxerail: page 25.
e Flectrorail (24V)
PROFILE COLOURS MOTOR COLOURS > PROFILE + MOTOR
by 95,3 mm < ]
white (RAL 9003} — white i‘ o
Yy -
aluminium anodised — grey 26,2 mm motor 25mm
Y
brown (RAL 8019) — white <€ .

40 mm

For the prices for electric operation, see part automation. gf

interior sunprotection - vertical blinds




GENE?

GENERAL INFORMATION

3. Operation & Packet
° O eratlon There is a stricter European legislation regarding interior sun protection products (EN 13120). This
R ; together with 2 other regulations protecting children from strangulation with cord or chain loops. (EN
Cord and chain i 16433 40 18434)
- QOperation rod (only with luxerail)
CHILD SAFE Al our blinds are conform to the European "Child Safety” standards
PRODUCT

e Packet
- The packet can be fold up to the right side (pic. 1), to the left (pic. 2), half to the left side and half to the right side (pic. 3) or to the middle (pic. 4).
- Asymmetric packets are not possible

picture 1 picture 2 picture 3 picture 4

A It may be possible when ordering a vertical blind with textile slats which fold up to the right and the left that the vertical textile slats are not closing
for a 100% in the middle.

4. Type of slats and width of slats

Slats in textile All textile slats are available in 127 mm and 89 mm.

PVC slats All PVC slats are available in 89 mm. Some are also available in 127 mm.
Alu slats All alu slats are only available in 88 mm.

String slats All string slats are available in 89 mm.

The available widths are indicated on the slats in the catalogue. When there is nothing mentioned, then they are available in 127 and 89 mm.

A With all vertical siats, there may be differences in colour regarding to the sample in the catalogue.
& Slats with a pattern have to be hang up randomly. They are never delivered according to the pattern and this for every type of pattern.

5. Dimensions

« Rail
type minimum width maximum width max. m? ‘(PVC‘/ ALU)
Budgetrail 20 cm 600 cm 14 m?
Luxerail 20 cm 600 cm 17 m?
Luxerail with operation rod 20 cm 450 cm 12 m2
Electrorail : 50 cm 600 cm 14 m?

There are no limits in m? for textile and string slats.

e Slats
type minimum height maximum height
Textile 20 ¢cm* 400 cm*
PVC 20 cm 530 cm
Alu 20 cm 500 cm
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GENERAL INFORMATION

i

6. Width of packet
127 mm 89 mm
L number of carriers il ki number of carriers il
e unumhef of slats 1 side £ i number of slats 1 side i
side operation side packet side operation side operation
1000 9 155 108 93 1000 14 179 110 95
""" 1500 14 198 129 114 1500 2 238 140 125
2000 18 232 148 131 2000 27 289 165 150
2500 23 S 152 2500 3 349 195 180
3000 27 308 184 169 3000 M 408 225 210
3500 32 351 206 191 3500 43 468 255 240
4000 36 385 223 208 4000 54 519 280 265
4500 4 427 204 229 4500 61 578 310 295
5000 45 461 261 246 5000 68 638 340 325
5500 49 495 278 263 5500 75 697 369 354
6000 54 538 299 284 6000 81 748 395 380

Dimensions are indicated in mm.

A In case of a luxerail, you always need to add 10 mm at the operating side!

The shaded dimensions are not recommended. The dimensions are indicated in mm.
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