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A wave curtain functions similarly to an eyelet cur-
tain, with fabric folding both in front of and behind 
the track. This needs to be considered when ceil-
ing-mounting your wave track.

For wall mounting, we provide 80mm brackets for 60mm wave curtains and 100mm brackets 
for 80mm wave curtains. These brackets ensure the curtains fold neatly into the wave shape 
without touching the walls or windows, creating a clean and stylish look. Please refer to the 
chart below for guidance on spacing for wave curtain tracks.

INFORMATION BASED ON THE SILENT GLISS 6840 HAND OPERATED CURTAIN 
TRACK, THIS MAY DIFFER FROM OTHER TRACK PRODUCTS/TYPES
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Double Tracks

Layering curtains on a window enhances both the style and functionality of your room. A voile or sheer wave 
curtain on the back of a double track is a popular choice, offering privacy and shading during the day while 
still allowing natural light to filter through. For added warmth and comfort, especially in colder months, a 
heavier curtain with standard or blackout lining can be used. Blackout linings are especially useful in bed-
rooms or multipurpose rooms like guest rooms.

See our diagrams for our recommended spacings for ceiling-fitted wave curtain double tracks.

TOP TIP - If you have a recess around your bi-fold or sliding doors, consider ceiling-fixing a voile or sheer curtain to save 
space with your Lined/Heavier Layout Outside the recess

If you require Standard Headed Curtains 
such as Pencil Pleat, Pinch Pleat etc, 
Refer to the diagram on the right for our 
recommended spacing.

Window / Wall

Track 1

Track 2

75mm

150mm

75mm

225mm

Total Front to
back - 300mm

Spacing For Ceiling Fit Double Tracks  
Using Standard Headed Curtains for Both Layers

Scan with your phone 
for more of our guides & 
FAQ’s

Window / Wall

Track 1

Track 2

70mm

140mm

70mm

210mm

Spacing For Ceiling Fit Double Tracks  - Using 2x 60mm Wave Tracks

Window / Wall

Track 1

Track 2

90mm

180mm

90mm

270mm

Spacing For Ceiling Fit Double Tracks  - Using 2x 80mm Wave Tracks

Window / Wall

Track 1

Track 2

70mm

160mm

90mm

230mm

Spacing For Ceiling Fit Double Tracks  - Using 60mm wave track at back 
& 80mm wave track at front


	SS-Wave-Curtain-Tracking-Template-q3-24-p1-v3
	SS-Wave-Curtain-Tracking-Template-q3-24-p2-v4

